
Tungsten ElectrodesTungsten Electrodes
(Th02, La203, Pure, Ce02, Zr02) for TIG Welding
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Specification  According to ISO 6848

       
      

Designation

WT20 ThO2 : 1.70 – 2.20%  Balance
WL15 La2O3 : 1.30 – 1.70%  Balance
WC20 CeO2 : 1.80 – 2.20%  Balance
WZ8 ZrO2 : 0.70 – 0.90%  Balance
WL10 La2O3 : 0.90 – 1.20%  Balance
WL20 La2O3 : 1.80 – 2.20%  Balance
WP -----------   ≥ 99.95%
WT10 ThO2 : 0.80 – 1.20%  Balance
WZ3 ZrO2 : 0.15 – 0.50%  Balance
WY20 YtO2 : 1.80 – 2.20%  Balance

Composition,
Oxide Additive

Impurities total ≤ 0.10%
Tungsten 

Specification  According to AWS A5.12

Designation

EWTh – 2  ThO2 : 1.70 – 2.20%  ≥ 97.30%
EWLa – 1.5  La2O3 : 1.30 – 1.70%  ≥ 97.80%
EWP   ----------  ≥ 99.95%
EWCe – 2  CeO2 : 1.80 – 2.20%  ≥ 97.30%
EWLa – 1   La2O3 : 0.80 – 1.20%  ≥ 98.30%
EWLa – 2  La2O3 : 1.80 – 2.20%  ≥ 97.30%
EWZr – 1  ZrO2 : 0.15 – 0.40%  ≥ 99.10%
EWTh – 1   ThO2 : 0.80 – 1.20%  ≥ 98.30%

Composition,
Oxide Additive

Impurities total ≤ 0.10%
Tungsten 

Identification Color

Identification Color
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